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PEDESTRIAN PUSHBUTTON BASE UNIT.(NOTE: SHA FORCES SHALL RETROFIT CONTROLLER EV AV = 21 HK —
8. USE EXTSTING STECL POLE- CINSTAL 3 INCH WEATHERHEAD. COUNTOOWN PEDESTRIAN SIGNAL HEADS 3 W |~ < | o]
: . : . - ' _ !
AND 15 FT. STREET LIGHTING ARM WITH A 250 WATT HIGH PRESSURE SODIUM VAPOR LUMINAIRE.. SHA-RIGHT OF WAY./ Q I Rl ONOYEC SHA-RIGHT OF WAY GENERAL NOTES CONT
C. USE EXISTING STEEL POLE. INSTALL COUNTDOWN PEDESTRIAN SIGNAL HEAD. SIGN, AND 15 FT. STREET B = R4-7 GENERAL NOTES '
LIGHTING ARM WITH A 250 WATT HIGH PRESSURE SODIUM VAPOR LUMINAIRE. G \WCD 0 L
D. USE EXISTING STEEL POLE. INSTALL VIDEO DETECTION CAVERA MOUNTED WITHIN 3 T OF TOP OF | g 5%/ :% o AL TRAEE L O T Re ORADE FOR el DSy anoTTENSY Alohnss 13.LOCATION OF ACCESSIBLE PEDESTRIAN SIGNAL PUSHBUTTONS MUST MECT
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PUSHBUTTON INSTALLED WITH VIBRATING ARROW POINTING RICHT AD R10-3¢10 SI6N. (SIGN =@ 22" g THE CONTRACTOR SHALL VERIFY ULTIMATE GRADES PRIOR TO THE PUSHBUTTON LOCATIONS UNTIE A DEorCr WATVER IS DBTATNED. APPROVED
TO READ "PUSH BUTTON TO CROSS NORTH POINT BLVD.”). (INSTALL 1-3 IN. SCHEDULE 80 INSTALLATION OF ALL SIGNAL EQUIPMENT. '

DEGREE PVC ELECTRICAL CONDUIT BENDS

F. INSTALL CONCRETE FOUNDATION WITH
MODIFIED BREAKAWAY BASE STANDARD

PUSHBUTTON INSTALLED WITH VIBRATING

TO READ “PUSH BUTTON TO CROSS ST.

IN PEDESTAL BASE).
10
NO. MD 801.01-01%.,
ARROW POINTING RIGHT AND R10-3(1)

MONICA DRIVE”). (INSTALL 1-3 IN.

DEGREE PVC ELECTRICAL CONDUIT BENDS IN PEDESTAL BASE).

G. INSTALL CONCRETE FOUNDATION WITH
MODIFIED BREAKAWAY BASE STANDARD

TO READ "“PUSH BUTTON TO CROSS ST.

10 FT.

MONICA DRIVE”). (INSTALL 1-3

DEGREE PVC ELECTRICAL CONDUIT BENDS IN PEDESTAL BASE).

H. USE EXISTING STEEL POLE.

R10-3(1) SIGN. (SIGN TO READ

UTILITY LINE-OF-SIGHT OBSTRUCTION. :

« INSTALL HANDHOLE.
- INSTALL 3 IN.
INSTALL 4 IN.
INSTALL 12 IN.
MARKING FOR CROSSWALKS.
INSTALL 24 IN. HEAT APPLIED.

PAVEMENT MARKING FOR STOP L INE.

3 IN. CONDUIT.

USE EXISTING HANDHOLE.
USE EXISTING CONDUIT.
USE EXISTING SPAN WIRE.
HEADS.

INSTALL SIDEWALK RAMP
NO. MD 655.40).
INSTALL 5 INCH CONCRETE SIDEWALK.

<z = DO O Z2 OEZC AR

INSTALL NON-INVASIVE MICROLOOP PROBE SET WITH 1.000 FT.

PVC SCHEDULE 80 ELECTRICAL CONDUIT — TRENCHED.
PVYC SCHEDULE 80 ELECTRICAL CONDUIT - SLATTED.

LEAD-IN

INSTALL DETECTABLE WARNING SURFACE (STANDARD NO. MD 655.40).

INSTALL NEW L.E.D.
(STANDARD NO. MD 655.12) AND DETECTABLE WARNING SURFACE

FT. STEEL PEDESTAL POLE (CUT TO 5 FT7.) WITH
AUDIBLE/TACTILE PEDESTRIAN

{SIGN
SCHEDULE 80,

STEEL PEDESTAL POLE (CUT TO 5 FT.) WITH
AUDIBLE/TACTILE PEDESTRIAN
PUSHBUTTON INSTALLED WITH VIBRATING ARROW POINTING LEFT AND R10-3(1) SIGN.

STGN.

(SIGN

[N. SCHEDULE 80,

INSTALL 3 INCH WEATHERHEAD. COUNTDOWN PEDESTRIAN SIGNAL HEAD,
AUDIBLE/TACTILE PEDESTRIAN PUSHBUTTON INSTALLED WITH VIBRATING ARROW POINTING LEFT AND
“PUSH BUTTON TO CROSS NORTH POINT BLVD. ")
STREET LIGHTING ARM WITH A 250 WATT HIGH PRESSURE SODIUM VAPOR LUMINAIRE.
VIDEO DETECTION CAMERA MOUNTED ON STEEL POLE 20°'-0" ABOVE GRADE TO CLEAR OVERHEAD

SIGN AND 15 FT.
INSTALL

HEAT APPLIED. WHITE PERMANENT PREFORMED THERMOPLASTIC PAVEMENT
WHITE PERMANENT PREFUORMED THERMOPLASTIC
[N PROPOSED
ADJUST TO FINAL SIDEWALK GRADE ELEVATION.
REMOVE EXISTING SIGNAL HEADS AND SiéN AND INSTALL NEW L.E.D.SIGNAL

RAISE SPAN WIRE TO PROVIDE REQUIRED 17'-0" CLEARANCE FOR SIGNAL HEADS OVER ROADWAY.
USE EXISTING SPAN WIRE AND REMOVE EXISTING SIGNAL HEADS.

CO
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W. REMOVE EXISTING CONCRETE SIDEWALK AND INSTALL MEDIAN CUT-THROUGH AND STANDARD
TYPE A COMBINATION CURB AND GUTTER PAN AND DETECTABLE WARNING SURFACE
(STANDARD NO. MD ©55.40).

X. CAP AND ABANDON EXISTING CONDUIT.

Y. ABANDON EXISTING LOOP DETECTOR AND MICROLUOFP PROBE.
LOOP DETECTOR/MICROLOOFP PROBE CABLES FROM CONDUITS,
STRUCTURES AND CONTROLLER.

Z. RELOCATE EXISTING SIGN AND SUPPORT.

IN FINAL LOCATION.

AA.
BB.
CC. INSTALL 5
DD. INSTALL 2 IN.
EXISTING SPARE CONDUIT BEND.
EE. INSTALL 3 IN.
FF.
SIGN SHOWN
INSTALLAT ION.
GG.
HH. USE EXSITING HANDHOLE.
JJ.

(STOPL INE).
INCH WHITE LEAD FREE REFLECTIVE THERMOSPLASTIC PAVEMENT MARKING.
PVC SCHEDULE 80 ELECTRICAL CONDUIT — TRENCHED.

INCH X 4

INSTALL PVC SLEEVE

DISCONNECT AND REMOVE

HANDHOLES,

(SHOWN IN FINAL [LOCATION).
REMOVE EXISTING PAVEMENT MARKING LINE BEYOND STOPL INE.

REMOVE EXISTING PAVEMENT MARKING L INE

PvC SCHEDULE 80 ELECTRICAL CONDUIT — BORED.
RELOCATE EXISTING BUS STOP SIGN ON ONE 4

STGNAL

TIE INTO

INCH WOoOD SIGN SUPPORT.
IN CONCRETE FOR SIGN SUPPORT

REMOVE EXISTING PAVEMENT MARKING LINE WITHIN PROPOSED CROSSWALK.

REMOVE EXISTING HANDHOLE AND RE-INSTALL IN-KIND ROTATING HANDHOLE 90 DEGREES

TO ROADWAY ON TOP OF EXISTING CONDUIT HEADING SOUTH LEAVING 6 IN. PROTRUDING
INTC HANDHOLE.

SIGNAL HEADS.
(STANDARD

GEOMETRIC LEGEND

== === EXISTING

PROPOSED
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THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND UTILITIES PRIOR TO

INSTALLING PROPOSED SIGNAL EQUIPMENT.

I[F ANY UTILITY CONFLICTS

SHOULD ARISE THE CONTRACTOR SHALL CONTACT THE PROJECT ENGINEER.
VIDEO CAMERA LOCATION / ALIGNING SHALL BE COORDINATED WITH THE

SHA ENGINEER.

THE CONTRACTOR SHALL CONTACT SHA TO SCHEDULE RETROFITTING OF THE

CONTROLLER EQUIPMENT

IN ORDER TO OPERATE VIDEO DETECTION EQUIPMENT.

THE CONTRACTOR SHALL VERIFY ALL PRCPOSED POLE AND CABINET LOCATIONS
PRIOR TO INSTALLATION.
ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL BECOME THE
PROPERTY OF THE SIGNAL CONTRACTOR UPON COMPLETION OF THE NEW SIGNAL.
ALL PROPOSED LUMINAIRES SHALL BE SUPPLIED WITH A PHOTOCELL.
THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL SIGNAL
CABLES TO THE APPROPRIATE TERMINALS AND PROPERLY LABEL EACH CABLE.
REMOVE AND DISPOSE OF ALL UNUSED SIGNAL CABLE.
.PUSHBUTTONS ARE TO BE LOCATED SO THAT THEY CAN BE ACTIVATED BY A

PERSON

LANDING AREA WITH A CROSS5 SLOPE OF LESS THAN OR EQUAL TO 2%.
.THE 10 SEPARATION BETWEEN PUSHBUTTONS IS TO BE MEASURED FROM FACE OF
PUSHBUTTON TO FACE OF PUSHBUTTON.
2.PUSHBUTTON ARROWS ARE TO BE PARALLEL TO THE CROSSING FOR WHICH
THEY ARE INTENDED.

IN A WHEELCHAIR REACHING LESS THAN 18" FROM A 60" x 60" LEVEL

NOT CENTER TO CENTER OF POLE.

BY THE DIRECTOR.

.ALL SIDEWALK RAMPS SHALL BE

AND MD 655.12.

CAUSED BY THE

ALL HANDHOLES SHALL BE

MARKINGS WITHIN

OFFICE OF TRAFFIC AND SAFETY.

INTERSECT ION.,

INSTALLED AS PER STANDARDS MD 655.11

INSTALLED AT FINAL GRADE.

. THE CONTRACTOR SHALL REPAIR ANY DAMAGE TO EXISTING SIDEWALKS
INSTALLATION OF SIGNAL EQUIPMENT.

REFER TD SHEET 2 FOR DIMENSIONS OF SIGNAL EQUIPMENT AND PAVEMENT

STATE OF MARYLAND
DERPARTMENT OF TRANSPORTATION
STATE HIGHWAY ADMINISTRATION

CFFICE OF TRAFFIC & SAFETY

TRAFFIC ENGINEERING DESIGN DIVISION
MD 151 (North Point Blvd.) and 5t Monica Drive
Dundalk, Maryland |
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